
MADE FOR MORE TO KEEP PACE WITH YOU

1800AWL
ARTICULATED 

WHEEL LOADER

FEATURES AND BENEFITS

• 24.8-HP (18.5 kW) Kubota D1105 diesel 
engine

• Telescoping boom
• Turf tires
• All steel plates
• Standard mini skid steer attachment plate
• Low-pro suspension seat
• Hydraulic cooler / radiator combo,          

no additional electric fan

Designed to meet the material handling 
needs of tree services, landscapers, 
rental companies, municipalities, light 
construction and agricultural business, 
the versatile 1800AWL is available with 
numerous attachments. The operator is 
protected by ROPS and FOPS guarding. 
Able to maneuver in close quarters, the 
articulated loader design provides a light 
footprint and minimal turf interruption 
while making turns. The telescopic boom 
is standard on the 1800AWL to provide 
excellent dumping and lifting height.
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 General  US   Metric

 Operating Height 83.6"   212.3 cm

 Length (Loader Only) 106.5"  270.5 cm

 Width 50.5"  128.27 cm

 Ground Clearance 10"  25.4 cm

 Max Lift Height (at hinge pin) 114"  289.6 cm

 Weight*                        3,850 lb  1,746 kg                                                                                                                                               

        *includes side weights, bumper weights, boom, ROPS, and traction control

 Working Lift Capacity 1,800 lb  816.5 kg

 Engine Power 24.8 HP  18.5 kW

 Engine Make and Type  Kubota D1105 

 Fuel Type  Diesel

 Fuel Tank Capacity 5 gallons  18.93 L

 Turf Tires  26 x 12.00 - 12

 Max Speed 7.5 MPH  12.07 k/h

1800AWL ARTICULATED LOADER 

SPECIFICATIONS

Equipped with turf tires provides a light 
footprint and minimal turf interruption. 

Low pro suspension seating is protected by 
ROPS and FOPS guarding.

Standard telescoping boom provides 
excellent dumping and lifting height. 
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